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SPECIFICATION

Model 3158

Power 2250 W

Voltage 220 V

Frequency 50Hz

Max speed 8000 rpm

Disc diameter 180 mm

Max. cutting depth 45 mm

Spindle Size M14

Motor Type AC brushed motor

Product Length 476.3 mm

Product Height 110 mm

Product Width 104 mm

Net weight 4.9 Kg

Gross weight 5.5 Kg

Cable Length 2 M

Packaging Color Box

Accessories

wheel guard 1pc

auxiliary hanlde 1pc

carbon brush 1 pair

spanner 1pc

Hex keys 1pc
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PART LIST

Product Elements

1. Side handle

2. Spindle lock

3. On / Off switch

4. Disc

5. Guard

6. Handle rotation lock
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 NOTE!

In order to achieve the best performance of your product, please read this instruction manual 
carefully before using, and keep it for future reference.

 This sign means the existence of dangerous voltage at the inside of the unit, which 
states a risk of electric shock.

 This sign means that there are important instructions of operation and handling in the 
manual that comes with this device.

AGENERAL POWER TOOL SAFETY WARNINGS

 WARNING!
 Read all safety warnings and all instructions. Failure to follow the warnings and instructions 

may result in electric shock, fire and or serious injury.

 Save all warnings and instructions for future reference.

 The term “power tool” in the warnings refers to your mains-operated (corded) power tools or 
battery operated (cordless) power tool.

WORK AREA SAFETY
 Keep work area clean and well lit. Cluttered or dark areas invite accidents.

 Don’t operate power tools in explosive atmospheres, such as in the presence of flammable 
liquids, gases or dust. Power tools create sparks which may ignite the dust or fumes.

 Keep children and bystanders away while operating a power tool. Distractions can cause you 
to lose control.

ELECTRIC SAFETY
 Power tool plugs must match the outlet. Never modify the plug in any way. Don’t use any 

adaptor plugs with earthed (grounded) power tools. Unmodified plugs and matching outlets 
will reduce risk of electric shock.

 Avoid body contact with earthed or grounded surfaces such as pipe, radiators, ranges and 
refrigerators. There is an increased risk of electric shock if your body is earthed or grounded.

 Don’t expose power tools to rain or wet conditions. Water entering a power tool will increase 
the risk of electric shock.

 Don’t abuse the cord. Never use the cord for carrying, pulling or unplugging the power tool. 
Keep cord away from heat, oil, sharp edges or moving parts. Damaged or entangled cords 
increased the risk of electric shock.

 When operating a power tool outdoors, use an extension cord suitable for outdoor use. Using a 
cord suitable for outdoor use will reduce the risk of electric shock.
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 If operating a power tool in a damp location is unavoidable, use a residual current device (RCD) 
protected supply. Use of an RCD reduces the risk of electric shock.

 Use of power supply via a RCD with a rated residual current of 30mA or less is always 
recommended.

PERSONAL SAFETY
 Stay alert, watch what you are doing and use common sense when operating a power tool. Don’t 

use a power tool while you are tired or under the influence of drugs, alcohol or medication. A 
moment of inattention while operating power tools may result in serious personal injury.

 Use personal protective equipment. Always wear eye protection. Protective equipment such 
as dust mask, non-skid safety shoes, hard hat, or hearing protection used for appropriate 
conditions will reduce personal injuries.

 Prevent unintentional starting. Ensure the switch is in the off-position before connecting to 
power source and/or battery pack, picking up or carrying the tool. Carrying power tools with 
your finger on the switch or energizing power tools that have the switch on invites accidents.

 Remove any adjusting key or wrench before turning the power tool on. A wrench or a key left 
attached to a rotating part of the power tool may result in personal injury.

 Don’t overreach. Keep proper footing and balance at all times. This enables better control of the 
power tool in unexpected situations.

 Dress properly. Don’t wear loose clothing or jewelry. Keep your hair, clothing, and gloves away 
from moving parts. Loose cloths, jewelry or long hair can be caught in moving parts.

 If devices are provided for connection of dust extraction and collection facilities, ensure these 
are connected and properly used. Use of dust collection can reduce dust-related hazards. 
collection can reduce dust-related hazards.

POWER TOOL USE AND CARE
 Don’t force the power tool. Use the correct power tool for your application. The correct power 

tool will do the job better and safer at the rate for which it was designed.

 Don’t use the power tool if the switch doesn’t turn it on and off. Any power tool that cannot be 
controlled with the switch is dangerous and must be repaired.

 Disconnect the plug from the power source and/or the battery pack from the power tool before 
making any adjustments, changing accessories, or storing power tools. Such preventive safety 
measures reduce the risk of starting the power tool accidentally.

 Store idle power tools out of the reach of children and don’t allow persons unfamiliar with 
power tool or these instructions to operate the power tool. Power tools are dangerous in the 
hand s of untrained users.

 Maintain power tools. Check for misalignment or binding of moving parts, breakage o parts and 
any other condition that may affect the power tool’s operation. If damaged, have the power tool 
repaired before use. Many accidents are caused by poorly maintained power tools.

 Keep cutting tools sharp and clean. Properly maintained cutting tools with sharp cutting edges 
are less likely to bind and are easier to control.
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 Use the power tool, accessories and tool bits etc. in accordance with the instruction, taking 
into account the working conditions and the work to be performed. Use of the power tool for 
operations different from those intended could result in a hazardous situation.

ANGLE GRINDER SAFETY WARNINGS

 This power tool isn't intended to function as a grinder, sander, wire brush, or cut-off tool. Read 
all safety warnings and specifications provided with this power tool.

 Operations such as polishing are not recommended to be performed with this power tool.

 Do not use accessories which are not specifically designed and recommended by the tool 
manufacturer. Just because the accessory can be attached to your power tool, it does not 
assure safe operation.

 The outside diameter and the thickness of your accessory must be within the capacity rating 
of your power tool. Incorrectly sized accessories cannot be adequately guarded or controlled.

 Wear personal protective equipment. Depending on application, use face shield, safety goggles 
or safety glasses. As appropriate, wear dust mask, hearing protectors, gloves and workshop 
apron capable of stopping small abrasive or workpiece fragments.

 Keep bystanders a safe distance away from work area. Anyone entering the work area must 
wear personal protective equipment.

 Hold the power tool by insulated gripping surfaces only, when performing an operation where 
the cutting tool may contact hidden wiring.

 Never lay the power tool down until the Disc has come to a complete stop.

SERVICE
 Have your power tool serviced by qualified repair person using only identical replacement 

parts. This will ensure that the safety of power tool is maintained.

 Follow instruction for lubricating and changing accessories.

 Keep handles dry, clean and free from oil and grease.

EX: 10 Ampere -1.2mm (0.055 in) ANGLE GRINDER SAFETY INSTRUCTIONS

Wear safety goggles

Wear ear protection

Wear dust mask

Wear safety gloves

 Keep hands out of path of cutting blade. 

 Do not leave the tool while it’s On. 
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 Always secure all moving portions before carrying the tool.

 Do not touch the workpiece immediately after operation; it may be extremely hot and could 
burn your skin.

 Do not use the tool on any materials containing asbestos.

PREPARATION

WARNING!
 To prevent any accidents, assemble all parts of the tool before using it.

 If any parts are missing, do not operate this tool until the missing parts are replaced. Failure to 
do so could result in possible serious personal injury.

WARNING!
The machine is designed to be operated by one person. The prerequisites for operating the 
machine are physical and mental fitness as well as knowledge and understanding of the operating 
instructions. Persons who, due to their physical, sensory or mental capabilities, inexperience or 
lack of knowledge, are unable to operate the machine safely must not use the machine without 
supervision or instruction by a responsible person.

ANGLE GRINDER SAFETY 

WARNING!

 Make sure the wheel is not contacting the workpiece before the switch is turned on. 

 Before using the tool on an actual workpiece, let it run for a while. Watch for vibration or 

wobbling that could indicate poor installation or a poorly balanced wheel.

 Do not wash the angle grinder After the tool is used with water.

SWITCH ACTION

1. To start the tool, simply depress the switch trigger to start working.

2. Release the switch trigger to stop the tool.
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HANDLE ROTATION LOCK 
To rotate the Handle depress the handle rotation lock then rotate the main handle 90 degrees left 
or right.

SHAFT LOCK 
Press the Spindle lock to prevent spindle rotation when installing or removing accessories.

NOTE!
Never actuate the shaft lock when the spindle is moving. The tool may be damaged.

ASSEMBLY

INSTALLING OR REMOVING THE SIDE HANDLE 
Screw the side grip securely on the position of the tool.
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INSTALLING OR REMOVING WHEEL GUARD 
To loosen the wheel guard or set it on the desired angle, unscrew the guard screw counterclockwise 
then adjust it to the desired position or remove it.

To tighten wheel guard, follow the installation procedure in reverse.

PROTECTION GUARD FOR GRINDING

Place the protection guard on the spindle collar. Adjust the position of the protection guard to the 
requirements of the operation. Lock the protection guard by tightening the locking screw using a 
Phillips screwdriver.

INSTALLING OR REMOVING DISC

WARNING!
When using a depressed center wheel or flap disc, the wheel guard must be fitted on the tool so that 
the closed side of the guard always points toward the operator.

Mount the inner flange onto the spindle. Fit the wheel / disc on the inner flange and screw the lock nut 
onto the spindle.

 To tighten the lock nut, press the shaft lock firmly so that the spindle cannot revolve, then use 
the lock nut wrench and securely tighten clockwise.

 To remove the wheel, follow the installation procedure in reverse

OPERATION

WARNING!

 It should never be necessary to force the tool. The weight of the tool applies adequate pressure. 
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Forcing and excessive pressure could cause dangerous wheel breakage.

 ALWAYS replace wheel if tool is dropped while grinding.

 NEVER bang or hit grinding disc or wheel into work.

CAUTION!
After operation, always switch off the tool and wait until the wheel has come to a complete stop before 
putting the tool down.

GRINDING AND SANDING OPERATION
ALWAYS hold the tool firmly with one hand on housing and the other on the side handle. Turn the 
tool on and then apply the wheel or disc to the work piece. In general, keep the edge of the wheel or 
disc at an angle of about 15 degrees to the work piece surface.

Hold at  a 5 15

CUTTING OFF WHEEL
This wheel guard with the cut-off wheels is suited for small cut-off and shallow notching operations.

When using a cut-off wheel, hold tools as shown, using only the edge of the wheel.

ENVIRONMENTAL PROTECTION
Waste electrical products should not be disposed of with household waste. Please recycle where 
facilities exist. Do not dispose of electrical appliances as unsorted municipal waste, use separate 
collection facilities. Contact your local government for information regarding the collection systems 
available. If electrical appliances are disposed of in landfills or dumps, hazardous substances can 
leak into the groundwater and get into the food chain, damaging your health and wellbeing. Disposal 
of discarded material shall be in accordance with local environmental regulations.

TOOL STORAGE AND MAINTENANCE
 Keep the device in dry and clean environment

 Always be sure that the tool is switched off and unplugged from power source before 
attempting to perform inspection or any maintenance.

 Never use gasoline, benzene, thinner, alcohol or the like. Discoloration, deformation or cracks 
may result.
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